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Company Registration Number 5790247

Vortex HQ, Kansas.

Welcome to the 
September ‘09 edition
of Quantum Leap. 

This month, along 
with our regular 
features, we’ll 
introduce a new
member of staff
and review our Keeper 
Maintenance Gate 
valve. I hope you 
enjoy this edition. If you have a contribution, just get 
in touch.

jnaylor@vortexvalves.com 

Jon Naylor, European Managing Director.

uantum leap

PS. If you don’t want to receive any future correspondence 
from us just e-mail me with the words ‘No Thanks’ in the title 
box and I’ll do the rest.

Q

 www.vortexvalveseurope.com

The wonderfully simple and efýcient Keeper
Maintenance Gate valve...

Isolate your silo and maintain your system quickly and
easily, without fafýng around!

Vortex’s marvellous ‘Keeper’ Maintenance Gate Valve sits 
quietly at the base of your silo, minding it’s own business, 
staying open 99.9% of the time while business moves 
smoothly along. 

But once maintenance time comes around or something goes
wrong, it comes into its own. You only close this clever piece 
of kit if your silo needs to be isolated. Closed, it allows you to 
remove and service vital equipment in the system below it. 

Wonderfully simple, it saves the operator from having to 
empty - for example - ýfty tons of grain out of their silo before 
they can ýx or service the rotary valve (those slow-turning 
blades that drop measured amounts of product from the base 
of the silo) below.

     
 	       designed to save you time & effort! 
      
   
  Click on the link above to:

  
- request a fast, efficient online quote

  - download clear, comprehensive product brochures
  - get printed brochures by regular mail
  - arrange for a Vortex factory or local rep to contact you
  - request updates on new products quickly and easily
  - schedule an informative technical seminar at your place
  - find out how to become a Vortex manufacturer’s rep

 

        www.vortexvalveseurope.com
24 Evans Business Centre
Lingýeld Way
Darlington
County Durham DL1 4PS
Tel:  0870 770 9861
Fax: 0870 770 9862

Prevention is obviously much 
more cost efýcient than a cure. 
And because time saved is 
money saved, a sensible idea. 
Read on for more...
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Keeper Maintenance Gate: Speciýcation 

Positive material and air seal up to 1 bar to atmosphere 
in a closed system
Spring loaded wear compensating seals
Narrow proýle
150 - 400mm round, square or rectangular sizes
Inch sizes available
Stainless steel metal material contact points

Because the Keeper’ Maintenance Gate valve provides a 
positive material and air seal to atmosphere when installed in 
a closed system, it is an excellent choice for handling 
products like ýne powders in dilute phase (up to 1 bar) 
pneumatic conveying systems. The narrow proýle makes it 
easily adaptable to existing installations.

•

•
•
•
•
•

Q
Size/Bore Options: 75mm, 100mm, 150mm, 200mm, 
250mm, 300mm, 350mm round or square.

Media: Powder, Pellets, Granulars

Connection Options: ANSI, DIN, JIS, Custom Flanges

Media Temperature: Modiýcations can be made to allow up 
to 200°C continuous to 230° C intermittent service

Media Pressure: -0.1 MPa +0.1 MPa, (1 barg), (15 psig)

Metal Construction Options: 304 or 316L Stainless Steel,
       Aluminium and / or Carbon Steel

Seal/Seat Material Options: Nylon, PET, UHMW, Glass 
Filled Teþon, Rubber  and/or Silicon

Drive/Actuation Options: Hand Crank

Position Detection: Visual Indication

Compliance / Approvals: CE, ATEX

Application information
The Keeper Maintenance Gate offers an economical and
reliable means of shutting off your material þow for system
maintenance or for problem solving.

Gravity þow or dilute phase pneumatic conveying
All types of material -- excellent for ýne powders
Horizontal or vertical valve orientation
Positive material and air seal to atmosphere
Modiýcations available for a variety of environments

Key industries

Bakery			   Chemical
Cement 			   Food
Milling			   Mineral
Paint 			   Pet Food
Pharmaceutical 	 Plastic
Rubber 			   Soap
Stone 			   Sugar
Textile			   Tobacco

•

•

•

•

•

•

•

•

•

•

•
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Application 
Speciýc 

Modiýcations
 

  SC   Blade and gate liner are made of 304 stainless steel.  
  S-SC   Blade and gate liner are made of 316L stainless steel.   
  HT4   Modiýcations are made allowing 200ÁC continuous to     	
	 230° C intermittent service. 
  WS   Gate blade is electro-polished.  Polyethylene (PET   	

  or UHMW) seals are used to replace nylon. 

•
•
•

•




